


Steam Generators

@ The steam generator is a wall hung unit with a powder coated steel body with
stainless steel internal boiler tank.

The steam generator is an automatic unit and can be activated at any time.

Steam Generators are supplied with a low voltage ON / OFF switch which will
activate the unit and can be relocated to the wall outside the steam room.

A low voltage waterproof light can be turned on directly from the steam generator
on / off switch. Waterproof low voltage switches are available upon request.

The digital display will be illuminated at all times and regulates the temperature
inside the steam room.

The temperature sensor and steam nozzle supplied are to be mounted inside the
steam room as per specification.

Required prior to installation:

@® Incoming power supply rated for
steam generator size (see below).

@ 15mm Water supply to the unit.

@ Provision to drain the steam unit.

@ Conduit for the temperature sensor 2 Steam ~
from stcarzlt generator to the inside of supgiied with

generalor

the steam room. 4

@ Conduit for the on / off switch if -
relocated to the wall.

® 22mm Copper pipe from the steam
outlet on the unit to where the steam
nozzle will be mounted inside the
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Weight : 35 kg
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steam room.
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IDEAL OPERATING TEMPERATURE IS 43-45 DEGREES

After activating the steam unit, the machine will take approximately 6 minutes
before steam enters the steam room. The room will take approximately 20 to 30
minutes to reach the desired temperature depending on the room size verses
Steam generator size.
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Maintenance
Steam Generators are to be drained regularly. For Comunercial use at least once
a day. This will help to reduce calcium build up inside the unit.
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& 570 Fragrance Dispensing units
T s{eam Qils can be used in the steam room to create
Outlet an aromatic environment, and also to assist
20 with breathing problems associated with
L allergics, sinus, colds & flu.

For commercial use an automatic fragrance or
disinfectant dispensing unit is available. And
for Domestic use a saucer can be placed below the steam inlet.

Drain (1/2")

Watar Inlet
15mm cold supply

Guideline for generator sl’ﬁa to room size with Circuit Breakers reqguired is as follows:

1.1 x 1.1
x 2.1 ceiling
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x 2.1 ceiling

1x2
x 2.1 ceiling
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2x2 2.4 x2.4
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Steam Cabins, Freestanding Modular Units
Slimline 2 Steam Cabin

2 Seater Steam Cabin

» Low Maintenance, Hygienic & Easy to Clean.
» Modular Steam Cabins are simple to assemble making these units ideal for DIY & EXPORT purposes.

#» Robust Fibreglass, Glass & Aluminium is corrosion resistant making units ideal for outdoor installations.

» Insulated Properties of the Steam Cabin means that it will heat up quickly and efficiently.

# Modular Steam Cabins are Free Standing / Portable and thus ideal for Commercial & Domestic installations.
» Units can be used as conventional Showers also as the Cabin is completely waterproof. |

|
» Slimline 2 Seater Steam Generator can be operated on Single or 3 Phase Power supply. | S mg,,h Paint|
» Self-supporting base includes a water outlet with a non-slip floor. 51 = O~ T
o All Components of the Steam Cabin fit through a Standard Doorway. /
# Comfortable Seating. )
o Various Colours available. )
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e Fi Steam Cabin including seating for 2 people. 9809000000000009
* Non-slip waterproof base. S28ssssnsssatons
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« Powder coated aluminium hinges & handle. / -
o Powder coated aluminium frame. J
» Safety glass fixed panel.
» Frameless safety glass door.

® 3kW Steam generator.

» Stainless steel temperature sensor holder.
» Stainless steel steam nozzle.

® Waterproof low voltage light.

Optional Extras:

» Hot & cold water shower mixer.

» Hand held shower nozzle,

» External side panels.

#» External back panels.

# Ceiling mounted mist spray nozzles.
» Tinted glass.

» Sandblasted design on glass.



Steam Cabins, Freestanding Modular Units

Ergo 3A Corner Unit
I—I B5——

3 Seater Steam Cabin
» Self-supporting base including a water outlet with a non-slip floor.

# Low in Maintenance, Hygienic & Easy to Clean.

» Fibreglass, Glass & Aluminium is ideal for outdoor installations.

» Units can be used as conventienal showers also as the Cabin is water,

» Ergo 3 range of Cabins can be operated on Single or 3 Phase Power,

» Free Standing { Portable units and ideal for Commercial & Domestic installations.
» All Components fit through a standard doorway.

» Safe Rounded Corners.

o Comfortable Seating.

» Varicus Colours available.

» Unit ideal for DIY & EXPORT.

Included: . .
o Fibragiss Cabin. Ergo 3B Mid Wall Unit
» Non-slip waterproof base. 2250

# Internal & external ceiling. | |
o Safety glass fixed panel.

» Frameless safety glass door.
o Aluminium hinges & handle.
& Aluminium frame.

# 6kW Steam Generator.
 Stainless steel steam nozzle.
» Temperature sensor holder.

Ergo 3C Corner or Built in Unit

1 N
Optional Extras:
Hot & Cold Water Shower Mixer,
Hand Held Shawer Nozzle.,
External Side Panels.
External Back Panel.

Ceiling Mounted Mist Spray Mozzles,
Tinted Glass.




Steam Cabins, Freestanding Modular Units
Ergo 5A Built In Unit

Ergo 5A Freestanding Unit 5SeaterSteam Cabin
o Low in Maintenance, Hygienic & Easy to Clean

o Fibreglass, Glass & Aluminium's corrosion resistant properties

| make this unit ideal for cutdoor installations.

Units can be used as conventional Shower also.

Ergo 5 Steam Generator has to be operated on 3 Phase Power,
Self-supporting base includes a water outlet with a Non-slip floor.
- # Porrtable and thus ideal for Commercial & Domestic Installations.
e All Components fit through a Standard Doorway.

Comfortable Seating.

Various Colours available,

Unit ideal for DIY & EXPORT purposes.

Included:

~ » Robust Fibreglass Cabin & Waterproof Base.

- o Internal & External Ceiling.

Powder coated Aluminium Frame,

Frameless Safety Glass anr_v;iﬂ{Fixed Side Panels.
Powder Coated Aluminium Hinges & Handles.

""" o o W Steam Generator (3 Phase Power Required).
» Temperature Sensor & Steam Nozzles.

» Waterproof low voltage light.

‘Optional Extras: N
Hot & Celd Water Shower Mixer.
Side & Back Panels for freestanding units.
‘o Ceiling Mounded Mist Nozzles.
Tinted or Sandblasted Glass.



Steam Cabins, Freestanding Modular Units

Slimline 4 Steam Cabin

4 Seater Steam Cabin
Robust Fibreglass, Glass & Aluminium is very corrosion resistant and makes the units ideal for outdoor installations.
Low Maintenance, Hygienic & Easy to Clean.

Units can be used as conventional Showers also as the unit is completely waterproof.
Slimline 4 Steam Cabins can be operated on Single or 3 Phase Power supply. |
Self-Supporting base includes a water outlet with a Non-slip floor.

Freestanding Portable ideal for Commercial & Domestic installations.

All Components fit through a Standard Doorway.

+ Comfortable Seating.

¢ Various Colours available. /
» Unit ideal for DIY & EXPORT purposes. “
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Included: |
» Fibreglass Cabin & waterproof base. [ |
» Internal & External ceiling.

Powde# coated aluminium frame, 1900
Safery glass frameless door & fixed panels. 1

Stainless steel hinges, brackets & handles. /

6l Steam Generator. \

Stainless steel temperature sensor. 5 1400
Stainless steel steam nozzle.

Waterproof low voltage light.
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Optional Extras: N
o Hot & Cold water shower mixer,

» Hand held shower nozzle.

» Side panels & back panel for free standing units.

+ Ceiling mounted mist nozzles,
» Tinted or sandblasted glass.




Steam Rooms

Enjoy the luxury of a steam bath in the comfort and privacy of your own
home. Steam rooms are easily constructed and more conveniently, any
conventional shower can be converted into a steam shower.

3 m i -
Elev::rlcmming cost depending on the size of the unitis approxlrely 6
units per hour. The water cost is negligible. Heating time, oncé again
depending on the size of the unit and the steam room is 15-20 minutes.
Operating temperature is 40-45 degrees Celsius. Usage time is usually
between 10-20 minutes. Ventilation is provided for under the door. Effective
in relief of arthritis and promotion of blood circulation. Excellent means of
detoxifying and promotes weight loss. Especially beneficial to the
respiratory system and ideal for asthmatics and people sufferin
sinusitis. Aromatic oils can be used to assist with breathing, clearing sinuses
and relieve blocked nasal passages. Steam rooms can be used every day if
desired. Enclosed cabin means the steam will not affect the surrounding

Requirements for a Steam Shower :

@ Waterproofed & tiled cubicle,

@ Hinged Glass Door with sealing top & Sides.
@ Waterproof sloping ceiling,

@ Comfortable seating arrangement.







